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Figure 2: BoilerTrak™ 620S-BT Thermal Mass
Flow Meter For Inlet Fuel Flow Measurement
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Optimized natural and propane
measurement for 1, 2, 3, 4 inch sch. 40
pipe sizes
Wide flow ranges from 0 to 42,000 scfh
Easily install in the field or retrofit
Certified for Boiler MACT
Buy online — ships next day
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Figure 1: Typical Boiler Application
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Figure 3: InnovaMass 240i Vortex Flow Meter
For Feed Water Flow And Outlet Steam
Measurement
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Pipe sizes from 1.0 to 8.0 inches (DN25 to
DN200)
Compact, low cost alternative to Coriolis meter
Ideal for volumetric liquid applications
Mass and/or volumetric flow rate
Multivariable for five (5) measurements in
one compact device
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Figure 4: InnovaMass 241i Vortex Flow Meter For
Outlet Steam Measurement

•
•
•
•
•

241i

Insertion probe up INSERTION
to 72 inches (2M);
optional hot tap with Probe Retractor
Ideal for saturated (easily
or superheated
steam,
adjusts
gas, and liquid
up and down
with
drill)
Volumetric flow rate
orstandard
mass flow

Multivariable for five measurements in
one device
Buy online — ships next day

5 Harris Court, Building L, Monterey, CA 93940, USA / 800.866.0200 / 831.373.0200 / fax 831.373.4402 / sierrainstruments.com

